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252 02503 25,8 Double 220 240 161 | 109 GI" G3/M4" 2450 2500 105
25203503 354 Double 215 235 167 | 112 GI" 634" 2450 2500 11
252 04503 452 Double 200 220 173 | 115 GI" 634" 2400 2500 11,5
Test Pressure : 60 sec Max Test Pressure : 5 sec. Max.




H/dro

HYDRAULIC

Code: 020 080 102
For 252 025 03
Code: 020 080 103
For 252 035 03
Code: 020 080 104
For 252 045 03

Gear
Code: 020 090 107
For 252 025 03
Code: 020 090 109
For 252 035 03
Code: 020 090 111
For 252 045 03

<o

Code: 020 080 066 Code: 020 100 030 Code: 020 100 010 Code: 020 040 201 Code: 020 090 077 Code: 020 010 240
Cover Washer M 10 Screw M10*35 Seal Mim 25*40*8 Washer 26*40*2 Circlip 472/40
pos: 10 Qty:1 @ Pos: 11 Qty:1 @ Pos: 12 Qty:1 [ Pos: 14 Qty:1 [ Pos: 15 Qty:2
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Code: 020 110 002 Code: 020 090 027 Code: 020 010 226 Code: 020 090 113 Code: 020 110 008 Code: 020 031 304 Code: 020 031 401
Nipple1” Filter 1*1 Circlip 472/26 Screw 3/4" Nipple3/4”"R 1”1/16 O ring 98,05*1,78 M ring
pos: 16 Qty:4 @ Pos: 17 Qty:2 | Pos: 19 Qty:1
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Code: 020 020 106 Code: 020 090 019 Code: 710 606 031
Bearing 8*10,5 Plate Couplin 6*6

Code: 020 060 112
Bush 28*32*30
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