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HYDRAUL/C

40 SERIAL. GEAR PUMP
MECHANIC CONTROL.
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USED PLACED :
NOTE : THE ABOVE SPECIFICATIONS REFER DUMPER TRUCKS
TO OIL TYPE IS0 VG 46 AT 50° PRIVATE AIM WINCHES
TRACTOR LADLES
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Displacement . Test Max. Test . . Max. Con. Speed |  Max. Inter. .
Code cm?/1000 Rotation Pressure Pressure 0Oil Inlet 0il Outlet i S Weight
40211003 110,5 Double 215 235 G114 G1" 2000 2100 23
Test Pressure : 60 sec Max Test Pressure : 5 sec. Max.
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HYDRAULIC

40 SERIAL. GEAR PUMP
MECHANIC CONTROL.

Code: 020 060 106
Bush 38*42*38

Code: 020 090 082 Code: 020 090 120
Rot Circlip

Pos: 1 5
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Code: 020 110 006
Nipple1”R 1”1/16

Code: 020 020 106
Bearing 8*10,5

Code: 020 080 073 Code: 020 040 207 Code: 020 090 100
Cover Seal Mim 28*42*7 Washer 29*42*2
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Code: 020 110 007
Nipple1” 1/4
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Code: 020 010 125
Circlip 471/25

Filter 1*1

L

Code: 020 031 402 Code: 020 090 016
M ring Plate

P

Code: 020 030 202
O ring 20*3
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Code: 020 010 235
Circlip 472/35
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Code: 020 031 305
O ring 126,67*2,62
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Code: 020 010 242
Circlip 472/42
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Code: 020 090 081 Code: 020 090 099 Code: 020 090 098
Shaft Valve Pim

Code: 020 090 083 Code: 020 090 121 Code: 020 090 122
Gear Kama Couplin

Code: 020 020 104 Code: 020 100 044 Code: 020 080 068
Bearing Screw Body

—

Code: 020 100 039 Code: 020 100 041
Washen M12 Screw M12*40
Qty:1 [ Pos: 14 Qty:1




